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As part of our continuous improvement process 
regarding manufacturing LEDiL has created a new 
version of the MINNIE family i.e. MINNIE-LT. With a new 
ingenious design that integrates the holder and reflector 
characteristics while maintaining the optical performance 
LEDiL now offers a interchangeable even more affordable 
option.

FEATURES
•	Optimized	for	Philips	Lumileds	Luxeon	M	and	Cree	MK-R	LEDs
•	Integrated	holder	design
•	Compatible	with	existing	MINNIE	range,	no	design	changes	needed
•	Highly	efficient	optical	performance
•	Lower	cost	and	easier	installation	than	metallic	reflectors

TYPICAL APPLICATIONS
•	MR11	retrofits
•	Downlights	and	spotlighting

LEDiL’s MINNIE-LT family
– New reflectors at better price

PRODUCT RELEASE

CA14433_MINNIE-LT-W

CA14434_MINNIE-LT-M
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TECHNICAL	SPECIFICATIONS

•Height	15.6	mm
•	Diameter	35	mm
•	Typical	efficiency	93%
•	Typical	FWHM:	
	 	 MINNIE-M	~	21°
	 	 MINNIE-W	~	27°
•	Precision-molded	from	high	grade	PC	
UL94	HB	rated	material	with	operating	
rating	-40°C	to	+100°C

•	Fastens	with	included	tape	for	easy	 
installation

•	No	need	for	additional	holder

ORDERING INFORMATION
CA14433_MINNIE-LT-W
CA14434_MINNIE-LT-M
Consult	www.ledil.com	for	ordering	codes	and	latest	product	specifications,	which	may	vary	by	LED	

New MINNIE-LT-W
New MINNIE-LT-M

Old MINNIE-WOld MINNIE-M

3200

4800

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

105˚105˚

90˚

75˚

60˚

45˚

30˚ 15˚ 0˚

cd/klm
C0	-	C180 C90	-	C270

MINNIE-LT-W

MINNIE-LT-M

800

1200

1600

2400

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

105˚105˚

90˚

75˚

60˚

45˚

30˚ 15˚ 0˚

cd/klm
C0	-	C180 C90	-	C270


